e

CET TECHNOLOGY, LLC

Power Inductors Shielded - SMT @

RoHS Compliant

TYPE DmrEn'ﬁ/'lng ° RATED DC
" Structure INDUCTANCE RANGE R SMT /THT
Q 10 100 1,000
New (L)X(W)x(Ht) [ A A I A B B

CTSQHnglC. 4.0x4.0x1.2 C;S:S'iﬁfn(it L5 2 530mA~2000mA SuT
CTSQHSDIGC.. 40t OXL GS:slilrs:?r?mt o s 460mA~2000mA SMT
CTSQH4D14C.. 5.0x5.0x1.5 C;S:Siiﬁfnc:t teuH [ 33uH 510mA=2.254 SMT
CTSQH4D18C._ 5.0x5.0x2.0 Gs:siiﬁfr?]t touH [  180uH 140mA-1.72A sMT
CTSQH4D220. 5.0x5.0x2.4 C;S:Siiﬁ?nl:t 12uH [ 100uH 480mA~4.2A SMT
CTSQH4D28C.. 5.0x5.0x3.0 (SS:siiﬁ?r?lt 1o+ [  is0uH 220mA=~2.56A SMT
CTSQH504OC. 5.0x5.0x4.0 GS:Siilr?i?:n o22uH [ 100uH 680mA~13.00A SMT
CTSQH6020C . A

. so6ox20 | Sheded s+ N 10004 | SCOMA-L.95A ST
creQrEbIs . 6.0x6.0x3.0 ngsiill?i?r’?'lt 25uH [  1oouH 420mA=2.60A SMT
CTSQHSDZBC‘ 7.0x7.0x3.0 g:;iﬁfrﬂt soud [ 100uH 0.54A~3.0A SMT
CTSQHBDZSC. 7OX1.6x355 | SO | — oo | O-25A14.4A SMT
CTSQH?BHCS. T C:‘,S:slill’(ljlfl’?lt 23ur [ 1000+ 0.65A~3.5A SMT
CTSQHGDSBC. 7ox.6x45 | SO s e— oo | O-31A-18.4A SMT
CTSQHMHCS. 10.3x10.5x4.0 g:éiﬁfncit 5o+ I 0.+ 0.70A~10.0A SMT
CTSQH104CS. 10.3x10.5%x5.1 GS:Siiﬁfﬂt 0.8uH | 1000uH 0.42A~9.5A SMT
CTSQHllOSC. 10.3x10.5x4.5 g:s'iﬁfﬂt 0.47uH S 1000+ | 0-53A~24.4A SMT
CTSQlescs’ 19 5x12.546.0 C;S:siilhdi?r:t oo I 1000 0.40A~8.0A SMT
CTSQHlZ?C‘ 12.5x12.5x8.0 g:siiﬁfgt L2uH I 1000+ 0-55A~9.8A SMT
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e

CET TECHNOLOGY, LLC

Power Inductors Shielded - SMT @

RoHS Compliant

TYPE DIMENSIONS
(mm) Max. RATED DC
Structure INDUCTANCE RANGE CURRENT SMT / THT
) i 0 10 100 1,000
Size : 2x2 (L)X(W)x(Ht) [ T A
CTSQH2012S )
Shielded
‘ 2.1x2.1x1.2 Geschirmt tod [l a7uH 1.10A~1.90A SMT
INDUCTANCE RANGE
. RATED DC
Size : 2.5x2 (L)x(W)x(Ht) = Structure 0 10 100 1,000 SMT / THT
T A T CURRENT
CTSQH2512S )
Shielded
‘ 21x2.2x1.2 | Goschimt voud [ 1004 0.85A~1.00A SMT
INDUCTANCE RANGE
. RATED DC
Size : 3x3 (L)x(W)x(Ht) ' Structure 0 10 100 1,000 SMT / THT
I Y O B A IO CURRENT
CTSQH3010S Shielded
lelde
. 3.1x3.1x1.0 Geschirmt toi [ <7oH 0.22A~1.30A SMT
CTSQH3010SHE. Shielded
lelae:
. 3.1x3.1x1.0 Geschirmt 1.2uH _ 22uH 0.38A~1.70A SMT
CTSQH3012S Shielded
lelde
. 3.1x3.1x1.2 Geschirmt 1.0uH _ 47UH 0.25A~1.50A SMT
CTSQH3012SHP, i
Shielded
. 3.1x3.1x1.2 Geschirmt 1.0uH _ 220H 0.50A~2.20A SMT
CTSQH3015S .
Shielded
. 3.1x3.1x1.5 Geschirmt 1.0uH _ 47uH 0.32A~2.10A SMT
CTSDR31
é 3.8x3.3x1.45 3.3uH _ 390uH 0.10A~1.00A SMT
CTSDR32
é 3.8x3.3x2.5 1.0uH _ 82uH 0.28A~2.08A SMT
CTSDC2D09
Shielded
‘ 3.2x3.2x1.0 Geschirmt 12oH [ 0+ 0.28A~0.80A SMT
CTSDC2D11
Shielded
‘ 3.2x3.2x1.2 Geschirmt 1sor [ o+ 350mA~900mA SMT
CTSDC2D11HF Shielded
lelde
‘ 3.2x3.2x1.2 Geschirmt 15uH - 10uH 520mA~1300mA SMT
CTSDC2D14 Shielded
lelde ~
‘ 3.2x3.2x1.55 Geschirmt s [ 22 620mA~1800mA SMT
CTSDC2D14HF" Shielded
lelae =
g 3.2X3.2X1.6 Geschirmt Lo [ oo 100mA~2000mA SMT
CTSDC2D18LC Shielded
lelae
200mA~850mA
Q 3.2x3:2x2.0 | Geschirmt 22 [ 7oH SMT
CTSDC2D18HF Shielded
lelde
700mA~1850mA
Q 328220 | Gechirme | 17wt N 15um M
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CET TECHNOLOGY, LLC

Power Inductors Shielded - SMT @

RoHS Compliant

TYPE DIMENSIONS SUTLIUET
(mm) Max. RATED DC
Structure INDUCTANCE RANGE CURRENT
o 0 10 100 1,000
Size : 4x4 (L)x(W)x(Ht) [ A N e SMT
CTSQH4010S .
Shielded
‘ 424200 1 Geschirmt | towr NN 7o+ 0.24A~1.80A it
CTSQH4012S .
Shielded
‘ 424212 1 Geschimt . 1o NN 7o+ 0.35A~2.50A -
CTSQH4018S )
‘ a2xa2x1g | Shielded 0.27A~4.00A
Geschirmt rouH [ :20uH
SMT
CTSDR43
4.8x4.3x3.7 0.37A~2.56A
touH [N ssuH
g ! " SMT
CTSDC3D11
Shielded
‘ 4.0x4.0x1.2 Geschirmt 27uH _ 39uH 140mA~530mA SuT
CTSDC3D11H
Shielded
‘ 4.0x4.0x1.2 Easahim LsuH _ 92uH 530mA~2000mA -
CTSDC3D14HP .
Shielded
@ 4.0x4.0x1.5 Geschirmt 1.0uH _ 22UH 650mMmA~2600mA smT
CTSDC3D14HP,
= Shielded
4.0x4.0x1.5 Geschirmt L0uH _ 22uH 650mA~2600mA -
CTSDC3D14L
Shielded
‘ 4.0x4.0x1.5 Geschirmt 1.0uH _ 470H 250mA~1500mA suT
CTSDC3D16 .
o) Shielded 5
4.0x4.0x1.8 Geschirmt 1.5uH _ 33uH 320mA~1500mA smT
CTSDC3D16 .
yis] Shielded
c%‘ ! -
4.0x4.0x1.8 Geschirmt 17uH _ 33uH 460mA~2000mA SMT
CTSDC3D18 .
Shielded
& _
. 4.0x4.0x2.0 Geschirmt 1.0uH _ 47UH 400mA~2800mA .
CTSDC3D28
Shielded
’ 4.0x4.0x3.0 Geschirmt 33uH _ 470H 280mA~2000mA -
CTSDC3D28L)
Shielded
’ 4.0x4.0x3.0 ' Gogchirmt wouH [ 220uH IS SMT
CTSDS4012D_.gi = )
Shielded
w 4.2x4.3x1.2 Geschirmt LouH _ _— 390mA~2000mA -
CTSDS4015D .= .
Shielded
4.2x4.3x1.5 . 350mA~2300mA
w Geschirmt o [ H SMT
CTSDS4018D.x .
@ 4.2%4.3x1.8 é’ hielded 400mA~2700mA
eschirmt .ouH [ - 70uH
SMT
CTSDS4012E
Shielded
Q 4.4x4.4x1.25 Casefin Lou _ 2301 500mA~3000mA
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CET TECHNOLOGY, LLC

Power Inductors Shielded - SMT @

RoHS Compliant

DIMENSIONS
TYPE (mm) Max. | sgructure INDUCTANCE RANGE Féﬁ;i%,?,? S
Size : (L)x(W)x(Ht) L1 \(\)\ [ \1\0\ L \1(\)0\ | \1'?0\0
New CTSEPOMZEB. 5.0x4.4x1.2 Gs:siilr?irer?n 0.047uH || LouH 8.5A=320A ST
New CTSEPOAOZEC. 5.0x4.4x2.1 é:;iﬁfnit ot [ 27 L75A=12.04 ST
. CTSEPO0512E 5 Ox5.45x1.2 Gs:siilrgrergt .~ o 1.8A~11.5A SMT
- CTSEPO0515E & 054515 s:;i:gfr:t o o 2.3~16.0A SMT
CTSEPO0502EB 5 75x5.45x2.0 Gs:;g?ire:n o o 4.0A~45.0A SMT
CTSEP0502EC & 7554520 s:;@:::?n(:t o o 2.0A~25.0A SMT
CTSEPOSOgE 5.75x5.45x3.0 s:;iﬁfrgt R 2.5A~27.0A SMT
CTSEP0503E & 755 4530 Gs:siilt:?r(rjlt o - 1.7A~25.0A SMT
- CTSEPO612E_ b R (?gsii:?i?r:t o oo 2.2A~11.0A SMT
New CTSEPOﬁlSE@ 7.5%6.8x1.5 Gs:slilfﬁrer?ﬂ o2z [ 0uH 2.8A~22.0 sMT
CTSEPO0618E @ 680 é:;i:ﬁii?r:t vowt o 8.0A~40.0A SMT
CTSEPOGOZEB’ 6604 s:siilr?icrar:t o o 5.0A~19.0A SMT
CTSEPO603EB’ 568030 s:si?:irergt o o 7.0A~60.0A SMT
CTSEPOGOSE@ S 5.8 Gs:siilr?irergt . -~ 3.5A~9.5A SMT
mswoamﬂ@ 6800 GS:siEI:irer?n - o 6.0A~22.0A SMT
cTSEPOBOSE@ 7 5.8 s:;i:ﬁfrit - oo 4.5A~12.0A SMT
. CTSEP1003E @ 11.5410.563.0 GS:si,ilrgrer:t - o 8.0A~40.0A SMT
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e

CET TECHNOLOGY, LLC

Power Inductors Shielded - SMT @

RoHS Compliant

DIMENSIONS
RATED DC
TYPE .
(mm) Max. = Structure INDUCTANCE RANGE CURRENT SMT / THT
] 0 10 100 1,000
Size : (L)X(W)x(Ht) I T B Y T |
CTSEP1004EB .
A 5 Shielded
New %} 2 12.5x11x4.0 Geschirmt | 0.19uH - 10uH 12.0A~90.0A SMT

CTSEP1004EC € Shielded
New 12.5x11x4.0 Geschirmt 0.19uH _ 100uH 2.25A~46.0A SMT

CTSEP1005E

T 12.5x11x5.0 (f;‘;iﬁfn‘it oteui [N 15+ 0.5A=58.08 sMT
. CTSEP1204EB@ 1492133435 s:;ilr?irenc:t oo N 1o 14A~84.0A SMT
CTSEPlZOSE@ 149413.3%5.0 s:;ilr?irenc:t oo N 1o+ 16A~118.0A SMT
CTSEP1206E Shielded
@ IZLEED Geslihifmt ot [ 22 12.04-1200A SMT
. CTSEP1707E’ 7 4517 1570 s:;ilrﬂre:n osar N oo+ 4.0A~55.0A SMT
- cTSEPl?O?Eb 7 4507 1570 cf:siilr?ifr?n s o 23.0A~129.0A SMT
CTSEPlOOSMﬁ 10.4%10.4%5.6 s:;ilr?iren(:t oot N oo 4.8A~55.0A SMT
- CTSEPlZOSMﬁ 19.9x12.9¢5.6 s:éimrergt osort [N 1o 5.0A~20.4A SMT
e CTREP1108 g 1oX12x8.5 s:;ilr?if:n ogsan [ omH 40A~80.0A SMT
CTREP1309 g 1359.4x10 s:;ilrﬂfr?n oaso [ Lauk 30A~80.0A SMT
CTREP1312 g 135419 549.9 s:;i:ﬂrer:t oz N 3o+ 5A~80.0A SMT
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e

CET TECHNOLOGY, LLC

Power Inductors - SMT @

RoHS Compliant

DIMENSIONS RATED DC
TYPE (mm) Max. Structure INDUCTANCE RANGE CURRENT SMT / THT
0 10 100 1,000
T A A A
CTMS1005 3
@ 1.1x0.6x0.6 Ceramic 1.0nH _ 100nH 30mA~1.36A SMT
CTMS1005H 3\
New @ 1.1x0.65x0.6 | Ceramic 2or DN o | SOMA-960MA SMT
MS1608 :
@ 1.8x1.0x1.0 Ceramic 1.6nH _ 390nH 100mA~700mA SMT
CTMS2012
@ 2.2x1,4x1.1 Ceramic 2.8nH _ 820nH 180mA~800mA SMT
CTMS2012H( N
New @ 2.29x1,73x1.52 | Ceramic B R 1000mA~1600mA SMT
CTMS2520
2.92x2.50%x.2.03 = Ceramic 0.0039UH - 8.2uH 170mA~1000mA SMT
CTMS2520H
New 2.92x2.92x.2.03 | Ceramic 3.0nH _ 1000H 1000mA~1600mA SMT
CTMS3225
3.56x2.79x2.03 | Ceramic 0.00a7utt I 220 150mA~1000mA SMT
CTMS1608L )
1.8x1.2x1.1 Ferrite 0.047uH - 10uH 400mA~1800mA SMT
CTMS1608L
1.8x1.2x1.1 Ferrite LouH _ 220 200mA~800mA SMT
CTMS2012L
2.4x1.65x1.3 Ferrite LouH _ 100uH 100mA~1100mA SMT
CTMS2520L:
2.9x2.54x2.03 Ferrite 0.220H _ 100uH 200mA~920mA SMT
CTMS3225L!
3.6x2.9x2.4 Ferrite Lou- [ oo+ 100mA~2600mA SMT
CTMW2520
‘ 27x2.2x2.4  Ferrite vor DN o | COMAT245mA SMT
CTMW3225
3.6x2.7x3.1 Ferrite 40mA~450mA SMT
otoH [N 00+
CTMW4532
. 4.8x3.4x4.4 Ferrite o1+ I 1000+ 30mA~800mA SMT
CTMW5650
New 5.6x5.3x5.3 Ferrite LouH I 1000uH 25mA~1800mA SMT
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CET TECHNOLOGY, LLC

Power Inductors Shielded - SMT @

RoHS Compliant

DIMENSIONS RATED DC
TYPE (mm) Max, | Structure INDUCTANCE RANGE U SMT / THT
0 10 100 1,000
T A A A
CTMF0603
New w 063x0.330.33 | Ceramic | .. m— 50mA~250mA SMT
CTMF1005
w 1.1x0.6x0.6  Ceramic cot R o | 100MA-300mA SMT
CTMF1608
w 1.8x1.0x1.0 Ceramic 1.0nH _ 270nH 200mA~250mA SMT
CTMF0603T
New W 0.65x0.35x0.28 | Ceramic Lo I 10w 80mA~300mA SMT
CTMF1005T
New w 1.05x0.55x0.37 | Ceramic ok B oo 220mA~800mA SMT
CTML1608 .
. A Shielded
’ 181010 | cocchimt | oosor [N 15+ A=A =
CTML2012 .
Shielded
@ 224,411 Z i oo I o 5mA~300mA SMT
CTMB1005 .
Shielded
w 1.1x0.6x0.6 Geschirmt 30 [ 1000 150mA~400mA SMT
CTMB1608 )
» Shielded
w 1.8x1.0x1.0 Geschirmt 30 _ 2500 100mA~400mA SMT
CTMB2012 )
Shielded
D 22xL AL Gesehirmt 7 I o [
CTMI3216 .
Shielded
@ saxiexa | Sneded ' WS 0 | 1000MA-3000mA  SMT
CTMI4516 .
Shielded
D ATXLELE | o o [N w0  2000MA-8000MA  SMT
CTMA3216 )
Shielded
ﬁ 3.4x1.8x1.1 Geschirmt 30 _ 1000 50mA~350mA SMT
CTMM1608 )
Shielded
@ L7x0.95x1.2 | o » [ 25 500mA~500mA SMT
CTMM2012 .
Shielded
@ 2.2xL4XLL | . B 280MA~400mA SMT
CTMM3216 .
) Shielded
& 3AXLEXLL | o o EEEEEm 200 = 200MmA~370mA SMT
CTSMB403025 . .
43xa2x27 | Smelded 5000mA SMT
Geschirmt a7 |
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